WWCS CANONSBURG, PA BP-20010109AAK
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Facility ID: 5349
Application ID: 564511
CDBS Antenna System |D: 73024 210
Azimuth  Egpeg Estd Baug
0 203. 62 214.73
5 222.48 234. 45

10 244.52 257.51

15 269. 49 283. 67

20 297. 08 312.57

25 326. 87 343.79

30 358. 41 376. 86

35 391. 21 411. 25

40 424.73 446. 41

45 458. 44 481.78

50 491. 82 516. 79

55 524. 34 550. 92

60 555. 53 583. 65

65 584. 96 614.54

70 612. 28 643. 21

75 637. 20 669. 35

80 659. 51 692. 77

85 679. 10 713. 33

90 695. 94 731.01

95 710. 08 745. 85

100 721. 66 758. 00

105 730. 86 767. 66

110 737.94 775.09

115 743. 16 780. 57

120 746. 84 784. 43

125 749. 27 786. 99

130 750. 76 788. 55

135 751. 57 789. 40

140 751. 95 789. 80

145 752. 08 789. 93

150 752. 11 789. 96

155 752.11 789. 96

160 752. 10 789. 96

165 752. 05 789. 90

170 751. 84 789. 68

175 751. 31 789. 13
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand

the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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X Theoretical pattern RMS:  560.95

Standard pattern RMS;  589.33

Azimuth  Epheg Estd Baug
750. 26 788. 02
748. 43 786. 10
745. 53 783. 06
741. 27 778. 59
735. 35 772. 37
727. 45 764. 08
717. 33 753. 45
704. 74 740. 25
689. 53 724. 28
671.59 705. 45
650. 91 683. 74
627.53 659. 21
601. 63 632. 03
573. 43 602. 43
543. 24 570. 75
511. 47 537. 41
478. 54 502. 87
444. 97 467. 64
411. 27 432. 29
377.97 397. 37
345. 62 363. 44
314.72 331. 05
285.76 300.71
259. 17 272. 86
235. 33 247. 90
214. 54 226. 15
197. 01 207. 82
182. 85 193. 02
172. 08 181. 78
164. 66 174. 04
160. 51 169. 71
159. 55 168. 71
161. 78 171. 04
167. 23 176. 72
175. 98 185. 85
188. 10 198. 51




